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We at APA are proud of our products and services.
Our bows and accessories are known for
functionality, performance, style and innovation.

APA bows have gained international acclaim to be
the most field ready bows within the archery

industry. Known to be fast, smooth, quiet, shock free,
reliable and accurate. We have developed and
incorporated exclusive features not found on any
other brand of bow. Making our product unique,
representing our slogan “We Are NOT The Same”. After
great lengths, we've insured our bows are engineered
to be user friendly and easy to maintain. We would
like to take this opportunity ta thank our loyal archers,
for their support and feedback. We look forward to
serving you with quality products, expertise, and the
best customer service in the archery industry.
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@ CARRYING HANDLE /
SUPPORT BRIDGE

PROMOTES EASY CARRYING / ADDED
STRENGTH AND RIGIDITY

@ RISER FANG
HANG YOUR BOW

CAM LOCK
NO BOW PRESS NEEDED

TOOL CENTRE

BROADHEAD WRENCH , NOCK WRENCH
CARBIDE SHARPENER

INTEGRATED BOW WINCH
NO ROPE, NO PROBLEM

MICRO TUNE
SIMPLISTIC TUNING, NO TOOLS
REQUIRED

MULTI-POSITION BALANCER

MULTIPOSITIONAL STABILIZER OPTIONAL
FOR OPTIMAL BALANCE

CENTERSHOT INDICATOR

UICK EASY ARROW ALIGNMENT
EFERENCE - MICRO ADJUSTABLE

TORQUE-FREE LIMB ANCHOR

OPTIMAL OROP AWAY ARROW
REST CONNECTION

CAMERA MOUNT OPTIONAL
CAPTURE YOUR HUNT

ROTATING DRAW STOP
ADJUSTABLE ROCK-SOLID BACK WALL

TWIN FLEX LIMBS

IMPROVED DISTRIBUTION
OF STORED ENERGY

DIRECT MOUNT SLING

NO UNNECESSARY HARDWARE
HAND POSITION REFERENCE
GROOVE

MACHINED GROOVE FOR CONSISTENT
BOW HAND POSITIONING.

NOCK POINT ALIGNMENT ZONE
gEDTBEW SQUARE NEEDED FOR BOW

B & O3

® ®

VARIABLE YOKE TECHNOLOGY
OPTIMUM CAM LEAN POSITIONING
DUAL REST MOUNTING
SCREWS

SOLID REST MOUNTING SYSTEM

XS TORQUE-FREE MODULES ¥

EASY TO TUNE FOR OPTIMAL
PERFORMACE

REAR STABILIZER MOUNT
BALANCE YOUR BOW

STRING DAMPENER
REDUCES STRING VIBRATION
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TECHNOLOGY

Instructional videos explaining
APA's patented technology at
www.apaarchery.caom ﬁ‘
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Note: Some Features are Optional

WORLD'S MOST FUNCTIONAL BOW

PRO CONNECT ACCESSORY
MOUNTING POINT
OPTIMIZED STABILITY MOUNTING

PRO-CONNECT SIGHT MOUNT
IMPROVED ACCURACY, SLIMMER PROFILE

PRO-CONNECT STABILIZER MOUNT
QUICK LOCK/REMDVE STABILIZERS [X2]

PRO-CONNECT BOW SLING MOUNT
QUICK CONNECT CARRYING POWER
INTEGRATE REST MOUNT

INTEGRATE DOVETAIL REST MOUNT

LOWER MOUNTED STABILIZER
BALANCE YOUR BOW

SHIFT TUNE
EASY CAM LEAN ADJUSTMENT
HEX/TRIANGLE QUIVER MOUNTS

QUIVER MOUNTS W/ FLUSH MOUNT
SCREW

RECESSED BOW WINCH MOLUNT
RECESSED BOW WINCH

PRO SHELF
V-SHAPED ARROW CENTERING SHELF

EXOGRIP
AN ENHANCED SKELOTONIZED GRIP

STABILITY CONTROL
SYSTEM [SCS]

REVOLUTIONARY BALANCE AND
STABILITY CONTROL

All specifications approzimate
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APA CAM LOCK

APA’s innovative Cam Lock allows the archer to
replace the cables or string, make adjustments, install
accessories and tune their bow without the need of a
standard bow press. To use, simply apply a little
pressure to the string or cables to slightly rotate the
cam, insert the pin into one of the multiple cam lock
holes located on the perimeter of the cam. No extra
tools required, a stainless steel pin conveniently
stored on the bow for easy access.

FORGET THE BOW PRESS

v/

APA CARRYING HANDLE

APA’s patented Carrying Handle pro-
vides easy transportation and main-
tains the balance point of the bow
minimizing hand fatigue. Also incre-
ases stiffness in the riser acting as a

support bridge, decreasing hand shock.

APA SHIFT TUNE

This new innovation allows you to effortlessly
adjust the tune of your APA bow by shifting the
cable yokes left or right. No tools required—no

Allen wrench needed—just a simple, tool-free

adjustment for a quick and easy setup." Comes

standard on certain APA bow models.

APA MICRO TUNE

APA’s patented adjustable Micro Tune Cable Guide
allows for precise tuning / cam timing of your bow
right at your fingertips. To make an adjustment
simply loosen the red lock knob, then turn the black
adjustment knob to either advance or slow down cam
rotation, to achieve the desired result.

No tools or bow press required.

APA
TECHNOLOGY

Fueled by passion for archery,
it has led us to engineer
industry leading technology

and performance. Our Unique
designs, exclusive features and
functionality is renowned for

the most practical use in the field.
With Industry leading speeds,
accuracy, and shootability, it is
time to find out why “We Are

NOT The Same”,
Tail Left Tail Right
Shift Left Shift Right

NO TOOLS
REQUIRED

TUNING AT YOUR
FINGERTIPS.

All specifications approximate
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PRO CONNECT ACCESSORY MOUNTING POINT APA DISC WEIGHT DIRECT MOUNT

Allows for the direct attachment of 10z increment

disc weights, providing precise control over the

bows balance. Improving stability, while maintaining

an ultra slim profile. (will fit all APA bows / micro balancer)

Three uniqgue mounting options are available (sold Separatly)
to optimize stability and customizability.

APA REAR QD STABILIZER MOUNT

The Adjustable Rear Quick Detach (QD) Stabilizer Mount is designed to

provide archers with a quick detachable and sleek option for rear stabilizer installation
and removal. Featuring a streamlined design, this mount adds weight efficiently while
maintaining a slender profile of the bow. By maintaining the bows center of gravity, the
Adjustable Rear QD Stabilizer Mount offers a practical solution for archers

seeking superior stability and control during shooting.




APA PRO CONNECT STABILITY CONTROL SYSTEM

The Pro Connect Stability Control system is engineered to
help archers achieve superior balance and accuracy in

their shooting by addressing the bows center of gravity.

It does this by adding weight directly beneath the bow,
allowing for optimal balance with less weight. Keeping

the center of gravity right below the shooter’s hand ensures
the bow stays perfectly upright, which is key for improving
long-range precision.

The Pro Connect Stability Control Systsem (SCS) is available in an advancedconfiguration featuring

three quick disconnect (QD) attatchment points. Thisdesign enables archers to rapidly change
stabilizer setups. SCS provides exceptional flexibility for tuning and adapting to various shooting
solutions. Each QD attachment point allows for swift installation or removal of stabilizers without the
need for tools, streamlines the process of adjusting balance and stability. in addition to its versatile

mounting options, this system incorporates integrated vibration dampening technology. The

dampening components are engineered to minimize sound and vibrations during the shot which
significantly improves shooting comfort, contributing to greater accuracy. By reducing unwanted

motion and feedback, archers can maintain steadier aim and acheive more consistent results,

especially during extended shooting sessions. T N eations spprsaiieati
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APA INTEGRATED WINCH  (optional)

BALANCE
YOUR
BOW

No Rope, No Problem. Taking functionality to the next level,

APA has come up with the ultimate backcountry accessory.

The bow winch will allow you to lift your bow up to your treestand,
by storing your rope in a nice compact spool integrated directly
into the riser of your APA bow. Designed to save pack space and
forgotten ropes. Weighing in at 2oz, and stores 25 feet of rope.
Must be factory installed at time of bow purchase.

Comes Standard in Black Color.

AHIHOMY

APA MULTI-POSITION BALANCER (optional)

2B

APA's patented compact and innovative string stop mounted
stabilizer / dampener is engineered to control the front to back,

side to side balance of your bow, minimizing hand torque. It

maintains a sleek profile for all scenarios. Quick easy one

screw adjustment. Total weight 6 oz, with 3 removable 10z disc weights.
Comes standard in Black Color.

APA PRODUCT GUIDE




AFPA PRO CONNECT SIGHT

The Pro-Connect Sight mount offers a new flush sight
retaining system, using a recessed track designed

to accept many of the popular dovetail sights on the
market today. This sight mounting system allows the
sight to be moved in closer to the true center of the
bow, providing the archer with a more balanced and
sleek profile.

APA PRO CONNECT STABILIZER

The revolutionary Pro-Connect Stabilizer mount allows
the user to quickly lock and remove various stabilizers
on the market today. The new stabilizer mount is
located on both front stabilizer mounting positions

of the bow.

AFPA PRO CONNECT BOW SLING

The Pro-Connect Sling is a simple connect system to
attach and detach a bow sling from the bow with
ease, making it functional for all hunting conditions.
This easy connect bow sling provides hunters with
even more back country carrying power.

APA DRAWBOARD ADAPTER

Easily slide the adapter over the bow's grip, lock it
into place, and you're ready to use the draw board
with an APA bow. This Draw Board Adapter provides
a simple way to synchronize your cam timing
effortlessly. Compatible with APA bows

(2020 and newer)

APA CENTER SHOT INDICATOR

APA’s new Center Shot Indicator makes setting up

a bow easier than ever. Simply remove your cam lock
pin from the tool center, insert into the precision
drilled hole on the riser above the arrow, adjust your
arrow rest left or right to align your arrow with the
laser etched indicator line and you are set.

APA NOCKPOINT ALIGNMENT ZONE

APA’s Nock Point Alignment Zone allows you to
correctly align the vertical positioning of the
arrow's nock point. Simply look at the bow from

a side view and adjust your arrow rest/ nock in
parallel to the machined lines on the riser and your
nock point is set, no bow square required.

APA Torgque-Free Limb Anchor

APA’s all new Torque-Free Limb Anchor gives you
the perfect place to securely tie in your limb driven
drop away rests. Placed in the perfect spot to
eliminate side to side torque on your limb forks

for increased accuracy.

APA ROTATING DRAW STOP

APA’s Rotating Draw Stop enables a rock-solid back wall at
any draw length or draw weight, while still providing the
highest level of performance. A true game changer.
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